
Fideris™ Innovator Series™ Pressure Monitoring Module

Invest your time 
in research... 
         NOT in developing 
         test equipment.

Fideris™ Innovator Series™ Pressure Monitoring Module

4 Single-ended and/or differential pressure transduces utilized to monitor pressure 

4 Up to ten pressure monitoring ports in a single 1U, 2U, or 3U module

4 Static pressure ports for highest accuracy

4 Accuracy: 0.25% combined linearity, repeatability

4 Ethernet Interface for simple configuration and expansion!

4 System-wide control of all Fideris™ Test System Components using FCPower™ Software

4 Integrated hardwired emergency stop

4 Power Over Ethernet (PoE) for redundant power

The most 
innovative testing 
solutions in the industry.

Ê

To achieve the testing solution that fits your requirements, combine the Pressure 
Monitoring Module with additional Innovator Series Modules such as:

4 Gas or Liquid Delivery Modules

4 Electronic Loadbanks

4 Humidification Modules

4 Plus many other standard and custom modules!

innovative solutions

STANDARD FEATURES

Combine with additional modules



Speciýcations subject to change. This equipment may be protected by one or more of the following patents: U.S. Patent # 5,512,831, 6,324,042, 6,383,671, 6,792,320, 
6,697,245, 6,281,660. Additional  patents pending. Copyright 2009 TesSol, Incorporated. All rights reserved. All brand or product names are the trademarks or 
registered trademarks of their respective company.  The following are trademarks of TesSol, Incorporated: Fideris, the Fideris logo, TesSol, the TesSol logo, Innovator 
Series, and FCPower. 
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Speciýcations of the Pressure Monitoring Module

SINGLE-ENDED PRESSURE MONITORING Monitoring of pressure through utilization of single-ended pressure 
transducer

DIFFERENTIAL PRESSURE MONITORING Monitoring of pressure through utilization of differential pressure 
transducer

Electrical Requirements

VOLTAGE 26-50VDC 

COMMUNICATION Ethernet

Front Panel Controls and Displays

PRESSURE MONITORING CONNECTIONS 1/8ò SwagelokÈ bulkhead union 

DIFFERENTIAL PRESSURE MONITORING 
CONNECTIONS

1/8ò SwagelokÈ bulkhead union 

Back Panel Connections

POWER / ESTOP Molex 39660-1004

DATA CONNECTIONS RJ45 (8P8C) Ethernet (RS-232 optional)

Physical Characteristics

DIMENSIONS 1U Modules : 1.75ò, 2U Modules: 3.5ò, 3U Modules: 5.25ò 
19ò rack mount; 21ò deep

SYSTEM WEIGHT 1U Modules: Dependent upon conýguration, approximately 15 lbs

OPERATING ENVIRONMENT 40¯F to 100¯F; 85% RH

CABINET LOCATION Indoors

CLEARANCE FOR OPERATION Front: 6ò, Back: 3ò, Sides: 0ò, Top: 0ò
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